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AMENDMENTS TO THE CLAIMS: 

This listing of claims will replace all prior versions and listings of claims in the 
application: 

1. (Currently Amended) A transducer holding system holdef comprising: 
a base; 

at least one transducer assembly including a transducer and having first and 
second openings on either side of the transducer; 

at least one strap fixedly attached to one end of the base, the at least one strap 
adapted to encircle a limb of a patient to secure the base to the limb so that one surface 
of the base faces the limb and a second surface of the base faces away from the limb; 
and a plurality of fasteners arranged on the second surface of the base for resp e ctiv e ly 
s e cur i ng a plurality of transduc e rs to th e bas e, each fastener including first and second 
ends, each end constructed and arranged to thread through at least one of the first and 
second openings on either side of the at least one transducer assembly an opening in a 
transduc e r ass e mbly to secure the at least one fFall transduce r assembly , each fastener 
fixedly attached to the second surface of the base at a central location on the fastener 
between the first and second ends of the fastener, wherein the transducer holder is 
adapted to secure thecal! transducer assembly by threading the first and second ends 
through the transducer assembly openings and attaching the first end to the second end 
thereby substantially surrounding and securing the transducer in place, and wherein the 
fasteners are arranged to be laterally offset with respect to one another across the base 
such that when two or more transducer assemblies are secured bv the plurality of 
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fasteners the two or more transducer assemblies th o plurality of transducers are 
substantially parallel with respect to one another. 

2. (Canceled) 

3. (Currently amended) The transducer holding system ho l der according to 
claim 1, wherein the plurality of fasteners include hook fasteners. 

4. (Canceled) 

5. (Canceled) 

6. (Canceled) 

7. (Currently amended) The transducer holding svstem frokief according to 
claim 1 , wherein hook material on the first end of each fastener secures the transducer 
assembly by attaching to loop material on the second end. 

8-9. (Canceled) 

1 0. (Currently amended) The transducer holding svstem hok4ef according to 
claim 1 , wherein the at least one strap includes first and second straps adapted to 
secure the transducer holding systemh eteter- to a patient's arm. 

1 1 . (Currently amended) The transducer holding system holdef according to 
claim 10, wherein the first and second straps secure the transducer holding 
system hold e r by the first and second straps wrapping around the patient's arm and the 
first strap attaching to the second strap. 



-3- 



Application No. 10/821,337 
Attorney Docket No. 08545.7103-00000 



1 2. (Currently amended) The transducer holding system holdef according to 
claim 1 1 , wherein the first strap includes a hook fastener for adhering to the second 
strap. 

1 3. (Currently amended) The transducer holding svstem holder according to 
claim 10, wherein the plurality of fasteners include hook fasteners. 

14. (Canceled) 

15. (Canceled) 

1 6. (Currently amended) The transducer holding svstemh otetef according to 
claim 13, wherein hook material on the first end of each fastener secures the transducer 
by attaching to loop material on the second end. 

17-20. (Canceled) 



